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Saving Energy and Creating Healthy, Comfortable Environments

TAKE COST OUT of the walk-in cooler with a BERNER AIR CURTAIN!

Stop temperature spikes &
Food spoilage

SAVE ENERGY
Reduce compressor run times

MEET CODE
Comply with Energy Independence and 
Security Act of 2007 (HR 6, Section 312)

REMOVE BARRIERS
No strips to bump into, 

clean or replace

MAKE IT EASY
Easy installation - 

air curtain arrives fully assembled

REDUCE WASTE

Put a Berner AIR CURTAIN 
on your Walk-in Cooler
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• 8 ½” high x 8” deep
• 1/5 hp single speed motor(s)
•  White powder coated exterior 
• EPH Listed per NSF 37
• UL Listed for outdoor mounting
•  Parts Warranty:  Five years

Berner Air Curtain
SANITATION CERTIFIED LOW PROFILE 7

Recommended for Walk-In Coolers  
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Berner air curtains improve 
walk-in cooler efficiencies by 27%

WITHOUT Air Curtain ~ Temperature change inside cooler door 

WITH Air Curtain ~ Temperature change inside cooler door 

WITHOUT Air Curtain ~ Compressor Run-Time 

WITH Air Curtain ~ Compressor Run-Time 

AIR CURTAIN
= Target Temperature 

Maintained

NO AIR CURTAIN
= Temperature 
Danger Zone

NO AIR CURTAIN
= Compressor runs

Non-Stop*

Graph shows a peak period taken from two weeks of on-site testing in a restaurant kitchen.  
For more information on this study refer to, “Arby’s Franchisee Test Proves Air Curtains Improve Walk-in Cooler E�ciencies by 27%”

Testing shows that Air Curtains on Walk-in Coolers protect temperatures and reduce compressor run-times.

AIR CURTAIN
= Compressor

 Cycles Off 

*during periods of high cooler tra�c

For larger cooler openings & other applications,
Contact your Berner representative

800-245-4455

Use a Berner Air Curtain on your Walk-in Cooler to comply with Federal Energy Policy

Indoor Mounting Only: 
A. Walk-in cooler kit (shown above)
 (magnetic reed door switch, 
 24 volt control, field mounted 
 white aluminum control panel)

Options to activate the air curtain:

Stainless Steel 
available

Low Voltage Line

Represented By:

Indoor / Outdoor Mounting: 
B. Plunger style door switch
C. Tie directly into automatic   
 interior light switch


